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Southern Ropes manufactures quality synthetic fiber ropes for use in the Marine, 
Mining, Military and Industrial industries. 
 
The company is actively involved in these industries and has established a renowned 
position.  The quality of the rope and cordage produced is respected all over the 
world. 
 
Southern Ropes (Pty) Ltd was formed in 1984. Initially the company manufactured 
ropes for specialist fishing applications. 
  
The original focus was to produce high tenacity, durable, UV resistant, long lasting 
and reliable ropes at a competitive price.  Southern Ropes has since grown and 
diversified to become a specialist synthetic rope and cord manufacturer with an 
extensive product range that can meet all of our customer requirements. 
 
Southern Ropes has standard supply agreements (local and international) with fishing 
companies, net manufacturers, OEM’s and a number of wholesalers and distributors. 
 
A variety of products are manufactured to both custom and standard specifications.  
Specifications are recorded for each rope type and retained on file for use in filling 
repeat orders. 
 
Yarns used during manufacture are tested continually to ensure that the tenacity, mass 
and extension are to precise standards and product specifications.  Production is 
monitored throughout the rope manufacturing process to ensure the quality and 
consistency of the end product. 
 
Southern Ropes manufactures all synthetic fiber ropes in the following constructions 
and sizes. 

·  3 strand Hawser Lay (5 mm - 46 mm) 
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·  4 strand Cable laid (8 mm - 46 mm) 
·  8 strand Plaited ropes (40 mm  - 120 mm) 
·  12 strand Plaited ropes (8 mm  - 64 mm) 
·  Braided ropes and cords (2 mm – 30 mm) 
·  Double braided ropes (4 mm – 30 mm) 
·  Static & Dynamic ropes (9 mm – 13 mm) 
·  Dyneema® Kite Lines (0.5 mm – 4.0 mm) 

 
Materials offered include Nylon, Polyester, PP/Polysteel, Polyethylene, Polyrene,  
Dyneema®, Kevlar®, Vectran®, Technora ® and PBO® 
 
Twisted ropes are offered in hawser (3 strand) and cable (4 strand) lay.  Braids are 
offered in 8, 12, 16, 24, 32 and 48 braid constructions with a variety of core options. 
 
All Polypropylene, Polyethylene and Polyrene yarns are extruded and blended on site.   
 
Where applicable, ropes and braids are manufactured to exceed the minimum 
standards set by the respective authority. All general-purpose ropes are manufactured 
according to the original British Standard (BS) standards, which now form the basis 
for the European Norm (EN) standard.  Ropes and cords are manufactured to 
specifications exceeding SABS 943, EN and BS of 2002 edition 2.2. 
 
The Company is proud of its record of providing high quality stranded and braided 
ropes to agreed delivery schedules.   
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Kevlar® and Vectran® rope is available on request.  Please make direct enquiries 
with regard to any requirements. 
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All rope presented in this catalogue can be manufactured to custom specifications 
(reel length, diameter, colour, and materials used can all be varied according to 
requirements).  Please contact us directly for any unique requirements you may have. 
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Please consult our separate price list with related product order reference numbers. 
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Please quote the reference number provided when placing your order.  Where 
applicable please include the colours required. 
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Break load is an average result achieved under laboratory conditions, in straight-line 
pulls with constantly increasing tensile loads. These conditions are rarely duplicated 
in actual use. Do not use breaking load for design or rating purposes, use safe working 
load figures 
 
The breaking load is determined by taking the load that each line in a sample of five 
breaks and then dividing by five to determine the average breaking load.  Break loads 
may vary slightly for individual reels, but safe working loads will not. 
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Because of the wide range of rope use, exposure to the several factors affecting rope 
behaviour, and the degree of risk to life and property involved, it is impossible to 
make blanket recommendations as to working loads. However, to provide guidelines, 
working loads are tabulated for rope in good condition with appropriate splices, in 
non-critical applications and under normal service conditions. 
 
Please note that recommended the safe working load for all ropes presented in this 
catalogue is one fifth (1/5) of the breaking load.   
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Normal working loads are not applicable when rope is subject to significant dynamic 
loading. Instantaneous changes in load, up or down, in excess of 10% of the line’s 
rated working load constitutes hazardous shock load and would void normal working 
loads. Whenever a load is picked up, stopped, or swung there is an increased force 
due to dynamic loading. The more rapidly or suddenly such actions occur, the greater 
the increase will be. Examples could be picking up a tow on a slack line or using a 
rope to stop a falling object. Therefore, in all such applications such as towing lines, 
lifelines, safety lines, climbing ropes, etc., working loads as given do not apply. 
 
Users should be aware that dynamic effects are greater on a low stretch rope such as 
polyester than on a high stretch rope such as nylon, and greater on a shorter rope than 
on a longer one. The working loads listed contain provision for very modest dynamic 
loads. This means, however, that when the working load has been used to select a 
rope, the load must be handled slowly and smoothly for the working loads to be valid. 
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Dyneema® is a registered trademark of DSM.  Spectra® is a registered trademark of 
Allied Fibres.  Kevlar® is a registered trademark of the Dupont Corporation. 
Vectran® is a registered trademark of Celenese Corporation. Technora® is a 
registered trademark of Twaron Teijin. PBO/Zylon® is a registered trademark of 
Toyobo. 
 
“Polyrene” and “Polysteel”  are registered South African trademarks of Southern 
Ropes (Pty) Ltd. 
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Remove rope properly from reels to prevent kinking. The rope should be removed by 
pulling it off the top while the reel is free to rotate. To proceed in any other manner 
may cause kinks or strand distortion.  Never unreel rope from the side of the drum. 
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Never stand in line with rope under tension. If a rope fails it can recoil with lethal 
force. Synthetic rope has higher recoil tendencies than natural fibre rope. Reverse 
rope ends regularly. This permits even wearing and assures a longer, useful life.  
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Wherever possible abrasive conditions should be avoided. All rope will be severely 
damaged if subjected to rough surfaces or sharp edges. Chocks, bits, winches, drums 
and other surfaces must be kept in good condition and free of burrs and rust. Pulleys 
must be free to rotate and should be of proper size to avoid excessive wear. Clamps 
and similar devices will damage and weaken the rope and should be used with 
extreme caution. Do not drag rope over rough ground. Dirt and grit picked up by rope 
can work into the strands, cutting the inside fibres. 
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Most synthetic fibres will withstand small doses of common chemicals.  If you have 
any doubt please contact us for clarification.  It is generally advisable to avoid 
exposure to chemicals where possible. 
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Temperature has an effect on tensile strength.  The tensile strength charts apply to 
ropes tested at normal room temperature. Ropes have lower tensile strengths at higher 
temperatures.  Also continued exposure at elevated temperatures can melt and part 
synthetic ropes or cause permanent damage. 
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Join rope by splicing. Knots can decrease rope strength by as much as 60%.  Other 
terminations can be used but their strength loss with a particular type of rope and 
construction should be determined and not assumed. 
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All rope should be stored clean, dry, out of direct sunlight, and away from extreme 
heat. Some synthetic rope (particularly polypropylene, polyethylene, and aramid) may 
be severely weakened by prolonged exposure to ultraviolet (UV) rays unless 
specifically stabilized and/or pigmented to increase its UV resistance. UV degradation 
is indicated by discoloration and the presence of splinters and slivers on the surface of 
the rope. 
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Avoid using rope that shows signs of aging and wear. If in doubt, destroy the used 
rope.  No type of visual inspection can be guaranteed to accurately and precisely 
determine actual residual strength. When the fibres shows wear in any given area the 
rope should be re-spliced, eliminating the damaged area. 
 
Check the line regularly for frayed strands and broken yarns. Pulled strands should be 
rethreaded into the rope if possible. A pulled strand can snag during a rope operation. 
 
Both outer and inner rope fibres contribute the strength of the rope. When either is 
worn, the rope is compacted or hard which indicates reduced strength. 
 

� 
 � 
 � � �� 
 � 
 � � �� 
 � 
 � � �� 
 � 
 � � � 
 � � � 

 � � � 

 � � � 

 � � � 
 




Ropes can be damaged in many ways. The main causes are UV rays, chemicals, oil, 
sharp objects, and abuse. Don©t store your rope in direct sunlight. Avoid excessive 
exposure to oil, chemicals, and chemical fumes. Using a rope bag will prolong the life 
of your rope.  Never step on your rope.  This grinds particles of dirt into the rope©s 
core causing abrasion. Give your rope a bath on occasion. Retire your rope, when it 
shows signs of wear. Inspect each line before use.  It is impossible to state when to 
replace a line, but if you have any doubts, about the integrity of the line, replace it. 
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General purpose sinking rope that hardens and shrinks with use in water. The rope has 
excellent stretch and recovery characteristics, and is used in many anchoring and 
mooring applications. Nylon looses 10% of its break load when wet. When new 
Nylon ropes can stretch up to 35% of their length before they break . The stretch 
characteristics of a used rope will reduce proportionally to the number of times it has 
been worked, and to the load that it has been subjected to. 
 
Nylon ropes manufactured at Southern Ropes exceed both the British and European 
Standard published by the European Committee for Standardization, or CEN (BS EN 
943:2002). 
Please note that break loads are for dry rope.  Nylon can loose up to 10% of its 
strength when wet. 
Uses 
Mooring lines, anchor warps, towing lines. 
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Diameter  (mm) Reel Size (m) Kg’s / Reel Break Load Reference # 
6 220 m 5.2 kg 750 kg PA306220 
8 220 m 9.3 kg 1350 kg PA308220 
10 220 m 14.3 kg 2080 kg PA310220 
12 220 m 20.6 kg 3000 kg PA312220 
14 220 m 28 kg 4100 kg PA314220 
16 220 m 36.5 kg 5300 kg PA316220 
18 220 m 46 kg 6700 kg PA318220 
20 220 m 57 kg 8300 kg PA320220 
22 220 m 69 kg 10000 kg PA322220 
24 220 m 82 kg 12000 kg PA324220 
26 220 m 97 kg 13900 kg PA326220 
28 220 m 112 kg 15800 kg PA328220 
30 220 m 129 kg 17900 kg PA330220 
32 220 m 146 kg 20000 kg PA332220 
36 220 m 184 kg 24800 kg PA336220 
38 220 m 206 kg 27400 kg PA338220 
40 220 m 228 kg 30000 kg PA340220 
42 220 m 252 kg 33075kg PA342220 
44 220 m 276 kg 36300kg PA344220 
46 220 m 302 kg 39670kg PA346220 
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Diameter  (mm) Reel Size (m) Kg’s / Reel Break Load Reference # 
8 220 m 9.3 kg 1350 kg PA408220 
10 220 m 14.3 kg 2080 kg PA410220 
12 220 m 20.6 kg 3000 kg PA412220 
14 220 m 28 kg 4100 kg PA414220 
16 220 m 36.5 kg 5300 kg PA416220 
18 220 m 46 kg 6700 kg PA418220 
20 220 m 57 kg 8300 kg PA420220 
22 220 m 69 kg 10000 kg PA422220 
24 220 m 82 kg 12000 kg PA424220 
26 220 m 97 kg 13900 kg PA426220 
28 220 m 112 kg 15800 kg PA428220 
30 220 m 129 kg 17900 kg PA430220 
32 220 m 146 kg 20000 kg PA432220 
36 220 m 184 kg 24800 kg PA436220 
38 220 m 206 kg 27400 kg PA438220 
40 220 m 228 kg 30000 kg PA440220 
42 220 m 252 kg 33075 kg PA442220 
44 220 m 276 kg 36300 kg PA444220 
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Diameter  (mm) Reel Size (m) Kg’s / Reel Break Load Reference # 
40 220 m 228 kg 30000 kg PA840220 
44 220 m 276 kg 35800 kg PA844220 
48 220 m 330 kg 42000 kg PA848220 
50 220 m 357 kg 45400 kg PA850220 
56 220 m 448 kg 56000 kg PA856220 
60 220 m 512 kg 63800 kg PA860220 
64 220 m 582 kg 72000 kg PA864220 
68 220 m 660 kg 81000 kg PA868220 
72 220 m 738 kg 90000 kg PA872220 
76 220 m 825 kg 100000kg PA876220 
80 220 m 915 kg 110000 kg PA880220 
82 220 m 961 kg 115000 kg PA882220 
84 220 m 1006 kg 120500 kg PA884220 
88 220 m 1104 kg 131000 kg PA888220 
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92 220 m 1210 kg 145000 kg PA892220 
96  220 m 1320 kg 151000 kg PA896220 
100 220 m 1430 kg 163800 kg PA8100220 
120 110 m 1030 kg 235800 kg PA8120110 
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Diameter  (mm) Reel Size (m) Kg’s / Reel Break Load Reference # 
8 220 m 9.3 kg 1485 kg PA1208220 
10 220 m 14.3 kg 2288 kg PA1210220 
12 220 m 20.6 kg 3300 kg PA1212220 
14 220 m 28 kg 4510 kg PA1214220 
16 220 m 36.5 kg 5830 kg PA1216220 
18 220 m 46 kg 7370 kg PA1218220 
20 220 m 57 kg 9130 kg PA1220220 
22 220 m 69 kg 11000 kg PA1222220 
24 220 m 82 kg 13200 kg PA1224220 
26 220 m 97 kg 15290 kg PA1226220 
28 220 m 112 kg 17380 kg PA1228220 
30 220 m 129 kg 19690 kg PA1230220 
32 220 m 146 kg 22000 kg PA1232220 
36 220 m 184 kg 27280 kg PA1236220 
38 220 m 206 kg 30140 kg PA1238220 
40 220 m 228 kg 33000 kg PA1240220 
44 220 m 276 kg 39380 kg PA1244220 
48 220 m 330 kg 46200 kg PA1248220 
50 220 m 357 kg 49940 kg PA1250220 
56 220 m 448 kg 61600 kg PA1256220 
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This rope remains flexible and soft to handle. It is spliced easily and has no strength 
loss when wet, and the abrasion resistance is very good. The fiber has the same 
specific gravity as nylon, but with the same good qualities of polyester in terms of 
strength and abrasion resistance. A new rope will stretch approximately 25% at break; 
the permanent elongation after initial loading to SWL is approx 4%.  
 
Uses 
Mooring lines, anchor warps, towing lines, frame net ropes, foot ropes and head lines. 
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Diameter  (mm) Reel Size (m) Kg’s / Reel Break Load Reference # 
6 220 m 5.2 kg 800 kg PR306220 
8 220 m 9.3 kg 1400 kg PR308220 
10 220 m 14.3 kg 2100 kg PR310220 
12 220 m 20.6 kg 3000 kg PR312220 
14 220 m 28 kg 4100 kg PR314220 
16 220 m 36.5 kg 5200 kg PR316220 
18 220 m 46 kg 6600 kg PR318220 
20 220 m 57 kg 8100 kg PR320220 
22 220 m 69 kg 9500 kg PR322220 
24 220 m 82 kg 11400 kg PR324220 
26 220 m 97 kg 13200 kg PR326220 
28 220 m 112 kg 15000 kg PR328220 
30 220 m 129 kg 17000 kg PR330220 
32 220 m 146 kg 19000 kg PR332220 
36 220 m 184 kg 23560 kg PR336220 
38 220 m 206 kg 26000 kg PR338220 
40 220 m 228 kg 28500 kg PR340220 
42 220 m 252 kg 33075 kg PR342220 
44 220 m 276 kg 36300 kg PR344220 
46 220 m 302 kg 39670 kg PR346220 
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Diameter  (mm) Reel Size (m) Kg’s / Reel Break Load Reference # 
8 220 m 9.3 kg 1400 kg PR408220 
10 220 m 14.3 kg 2100 kg PR410220 
12 220 m 20.6 kg 3000 kg PR412220 
14 220 m 28 kg 4100 kg PR414220 
16 220 m 36.5 kg 5200 kg PR416220 
18 220 m 46 kg 6600 kg PR418220 
20 220 m 57 kg 8100 kg PR420220 
22 220 m 69 kg 9500 kg PR422220 
24 220 m 82 kg 11400 kg PR424220 
26 220 m 97 kg 13200 kg PR426220 
28 220 m 112 kg 15000 kg PR428220 
30 220 m 129 kg  17000 kg PR430220 
32 220 m 146 kg 19000 kg PR432220 
36 220 m 184 kg 23560 kg PR436220 
38 220 m 206 kg 26000 kg PR438220 
40 220 m 228 kg 28500 kg PR440220 
42 220 m 252 kg 33075 kg PR442220 
44 220 m 276 kg 36300 kg PR444220 
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Diameter  (mm) Reel Size (m) Kg’s / Reel Break Load Reference # 
40 220 m 228 kg 28500 kg PR840220 
44 220 m 276 kg 34000 kg PR844220 
48 220 m 330 kg 40000 kg PR848220 
50 220 m 357 kg 43100 kg PR850220 
56 220 m 448 kg 53200 kg PRA856220 
60 220 m 512 kg 60000 kg PR860220 
64 220 m 582 kg 68400 kg PR864220 
68 220 m 660 kg 76000 kg PR868220 
72 220 m 738 kg 85000 kg PR872220 
76 220 m 825 kg 95000 kg PR876220 
80 220 m 915 kg 104000 kg PR880220 
82 220 m 961 kg 109000 kg  PR882220 
84 220 m 1006 kg 114000 kg PR884220 
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88 220 m 1104 kg 123000 kg PR888220 
92 220 m 1210 kg 130000 kg PR892220 
96 220 m 1320 kg 142000 kg PR896220 
100 220 m 1430 kg 153000 kg PR8100220 
120 110 m 1030 kg 228700 kg PR8120110 
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Diameter  (mm) Reel Size (m) Kg’s / Reel Break Load Reference # 
8 220 m 9.3 kg 1540 PR1208220 
10 220 m 14.3 kg 2310 PR1210220 
12 220 m 20.6 kg 3300 PR1212220 
14 220 m 28 kg 4510 PR1214220 
16 220 m 36.5 kg 5720 PR1216220 
18 220 m 46 kg 7260 PR1218220 
20 220 m 57 kg 8910 PR1220220 
22 220 m 69 kg 10450 PR1222220 
24 220 m 82 kg 12540 PR1224220 
26 220 m 97 kg 14520 PR1226220 
28 220 m 112 kg 16500 PR1228220 
30 220 m 129 kg 18700 PR1230220 
32 220 m 146 kg 20900 PR1232220 
36 220 m 184 kg 25916 PR1236220 
38 220 m 206 kg 28600 PR1238220 
40 220 m 228 kg 31350 PR1240220 
44 220 m 276 kg 37400 PR1244220 
48 220 m 330 kg 44000 PR1248220 
50 220 m 357 kg 47410 PR1250220 
56 220 m 448 kg 58520 PR1256220 
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These ropes are resistant to UV rays and are extruded in a variety of colours. The 
ropes have an excellent resistance to abrasion, as well as to shock loading. The ropes 
perform very well on line haulers and are particularly well suited for use in small 
individual trap fishing applications. The ropes have a slippery smooth finish and are 
easy to handle. Polyethylene does not however have the same tenacity as Polysteel 
and when used in a similar application, a larger diameter polyethylene rope must be 
used. 
 
Polyethylene ropes manufactured at Southern Ropes exceed both the British and 
European Standard published by the European Committee for Standardization, or 
CEN (BS EN 943:2002). 
 
Uses 
Fishing, agriculture, truckload tie downs, general-purpose industrial use.  

$ � � 
 
 
 � � � � � � 
) � ( � 
 � 
 � #
� � �#
 � � #�
 � 
 ,$ � � 
 
 
 � � � � � � 
) � ( � 
 � 
 � #
� � �#
 � � #�
 � 
 ,$ � � 
 
 
 � � � � � � 
) � ( � 
 � 
 � #
� � �#
 � � #�
 � 
 ,$ � � 
 
 
 � � � � � � 
) � ( � 
 � 
 � #
� � �#
 � � #�
 � 
 ,




Diameter  (mm) Reel Size (m) Kg’s / Reel Break Load Reference # 
6 220 m 5 kg 400 kg PE306220 
8 220 m 8 kg 700 kg PE308220 
10 220 m 11.5 kg 1090 kg PE310220 
12 220 m 16 kg 1540 kg PE312220 
14 220 m 22 kg 2090 kg PE314220 
16 220 m 28.5 kg 2800 kg PE316220 
18 220 m 36 kg 3500 kg PE318220 
20 220 m 44 kg 4300 kg PE320220 
22 220 m 53.5 kg 5100 kg PE322220 
24 220 m 63.5 kg 6100 kg PE324220 
26 220 m 74.4 kg 7000 kg PE326220 
28 220 m 86.3 kg 8000 kg PE328220 
30 220 m 100 kg 9150 kg PE330220 
32 220 m 113 kg 10400 kg PE332220 
36 220 m 140 kg 13000 kg PE336220 
38 220 m 157 kg 14300 kg PE338220 
40 220 m 175 kg 15600 kg PE340220 
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Polyester ropes remain flexible and soft to handle even when wet. The ropes are 
spliced easily into soft eyes for use in mooring lines or lanyards. Polyester does not 
loose strength when wet, has excellent UV resistance, very good abrasion resistance, 
and will not shrink under normal conditions. Polyester has a higher specific gravity 
than Nylon or Polyrene, and is therefore similarly, a sinking rope. 
Available in black, blue, red or green if ordered in sufficient quantity. 
 
Polyester ropes manufactured at Southern Ropes exceed both the British and 
European Standard published by the European Committee for Standardization, or 
CEN (BS EN 943:2002). 
 
Uses 
Anchor warps, mooring warps, lanyards, fender lines, towing lines, traditional 
halyards and ropes, net frame ropes, and general-purpose industrial ropes. 
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Diameter  (mm) Reel Size (m) Kg’s / Reel Break Load Reference # 
6 220 m 6.5 kg 850 kg PS306220 
8 220 m 11.6 kg 1450 kg PS308220 
10 220 m 18 kg 2290 kg PS310220 
12 220 m 26 kg 3450 kg PS312220 
14 220 m 35.3 kg 4400 kg PS314220 
16 220 m 46 kg 6000 kg PS316220 
18 220 m 58.3 kg 7000 kg PS318220 
20 220 m 72 kg 8400 kg PS320220 
22 220 m 87 kg 10800 kg PS322220 
24 220 m 104 kg 12500 kg PS324220 
26 220 m 122 kg 14250 kg PS326220 
28 220 m 141 kg 16500 kg PS328220 
30 220 m 162 kg 18700 kg PS330220 
32 220 m 184 kg 20800 kg PS332220 
36 220 m 233 kg 25700 kg PS336220 
38 220 m 260 kg 28350 kg PS338220 
40 220 m 288 kg 35000 kg PS340220 
42 220 m 317 kg 38580 kg PS342220 
44 220 m 348 kg 42340 kg PS344220 
46 220 m 380 kg 46270 kg PS346220 
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Diameter  (mm) Reel Size (m) Kg’s / Reel Break Load Reference # 
8 220 m 11.6 kg 1450 kg PS408220 
10 220 m 18 kg 2290 kg PS410220 
12 220 m 26 kg 3450 kg PS412220 
14 220 m 35.3 kg 4400 kg PS414220 
16 220 m 46 kg 6000 kg PS416220 
18 220 m 58.3 kg 7000 kg PS418220 
20 220 m 72 kg 7400 kg PS420220 
22 220 m 87 kg 10800 kg PS422220 
24 220 m 104 kg 12500 kg PS424220 
26 220 m 122 kg 14250 kg PS426220 
28 220 m 141 kg 16500 kg PS428220 
30 220 m 162 kg 18700 kg PS430220 
32 220 m 184 kg 20800 kg PS432220 
36 220 m 233 kg 25700 kg PS436220 
38 220 m 260 kg 28350 kg PS438220 
40 220 m 288 kg 35000 kg PS440220 
42 220 m 317 kg 38580 kg PS442220 
44 220 m 348 kg 42340 kg PS444220 
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Diameter  (mm) Reel Size (m) Kg’s / Reel Break Load Reference # 
40 220 m 288 kg 35000 kg PS840220 
44 220 m 348.5 kg 37600 kg PS844220 
48 220 m 414.7 kg 42100 kg PS848220 
50 220 m 450 kg 53450 kg PS850220 
56 220 m 565 kg 59800 kg PS856220 
60 220 m 648 kg 68600 kg PS860220 
64 220 m 737 kg 81000 kg PS864220 
68 220 m 832 kg 89000 kg PS868220 
72 220 m 933 kg 99000 kg PS872220 
76 220 m 1037 kg 104000 kg PS876220 
80 220 m 1152 kg 116000 kg PS880220 
82 220 m 1210 kg 120000 kg PS882220 
84 220 m 1270 kg 125000 kg PS884220 
88 220 m 1393 kg 135000 kg PS888220 
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92 220 m 1522 kg 147550 kg PS892220 
96 220 m 1657 kg 160600 kg PS896220 
100 220 m 1798 kg 174300 kg PS8100220 
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Diameter  (mm) Reel Size (m) Kg’s / Reel Break Load Reference # 
8 220 m 11.6 kg 1595 kg PS1208220 
10 220 m 18 kg 2519 kg PS1210220 
12 220 m 26 kg 3795 kg PS1212220 
14 220 m 35.3 kg 4840 kg PS1214220 
16 220 m 46 kg 6600 kg PS1216220 
18 220 m 58.3 kg 7700 kg PS1218220 
20 220 m 72 kg 8140 kg PS1220220 
22 220 m 87 kg 11880 kg PS1222220 
24 220 m 104 kg 13750 kg PS1224220 
26 220 m 122 kg 15675 kg PS1226220 
28 220 m 141 kg 18150 kg PS1228220 
30 220 m 162 kg 20570 kg PS1230220 
32 220 m 184 kg 22880 kg PS1232220 
36 220 m 233 kg 28270 kg PS1236220 
38 220 m 260 kg 31185 kg PS1238220 
40 220 m 288 kg 38500 kg PS1240220 
44 220 m 348.5 kg 41360 kg PS1244220 
48 220 m 414.7 kg 46310 kg PS1248220 
50 220 m 450 kg 58795 kg PS1250220 
56 220 m 565 kg 65780 kg PS1256220 
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A low cost, low weight (floating), UV resistant, and a high quality tensile synthetic 
rope, manufactured from extruded copolymer fibers, whose properties result in ropes 
that size for size are almost triple the strength of traditional manila natural fiber ropes, 
and almost 50% stronger than conventional tape polypropylene ropes. These ropes 
have a very good abrasion resistance and are manufactured in various colors, and to 
different specifications depending on their particular use and customer requirements.  
 
Polysteel ropes manufactured at Southern Ropes exceed both the British and 
European Standard published by the European Committee for Standardization, or 
CEN (BS EN 943:2002). 
 
Uses 
Fishing, Aquaculture, long-lining, safety nets, fishing nets, lifting, mooring, concrete 
re-enforcement fleximats 
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Diameter  (mm) Reel Size (m) Kg’s / Reel Break Load Reference # 
6 220 m 4 kg 770 kg PP306220 
8 220 m 7 kg 1360 kg PP308220 
10 220 m 10 kg 2035 kg PP310220 
12 220 m 14.5 kg 2900 kg PP312220 
14 220 m 20 kg 3905 kg PP314220 
16 220 m 25.5 kg 4910 kg PP316220 
18 220 m 33 kg 6300 kg PP318220 
20 220 m 40 kg 7600 kg PP320220 
22 220 m 49 kg 8900 kg PP322220 
24 220 m 57 kg 10490 kg PP324220 
26 220 m 68 kg 12320 kg PP326220 
28 220 m 78 kg 13900 kg PP328220 
30 220 m 90 kg 16000 kg PP330220 
32 220 m 101 kg 17500 kg PP332220 
36 220 m 130 kg 22080 kg PP336220 
38 220 m 144 kg 24350 kg PP338220 
40 220 m 158 kg 26860 kg PP340220 
42 220 m 176 kg 29613 kg PP342220 
44 220 m 193 kg 31780 kg PP344220 
46 220 m 211 kg 34734 kg PP346220 
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Diameter  (mm) Reel Size (m) Kg’s / Reel Break Load Reference # 
8 220 m 7 kg 1360 kg PP408220 
10 220 m 10 kg 2035 kg PP410220 
12 220 m 14.5 kg 2900 kg PP412220 
14 220 m 20 kg 3905 kg PP414220 
16 220 m 25.5 kg 4910 kg PP416220 
18 220 m 33 kg 6300 kg PP418220 
20 220 m 40 kg 7600 kg PP420220 
22 220 m 49 kg 8900 kg PP422220 
24 220 m 57 kg 10490 kg PP424220 
26 220 m 68 kg 12320 kg PP426220 
28 220 m 78 kg 13900 kg PP428220 
30 220 m 90 kg 16000 kg PP430220 
32 220 m 101 kg 17500 kg PP432220 
36 220 m 130 kg 22080 kg PP436220 
38 220 m 144 kg 24350 kg PP438220 
40 220 m 158 kg 26860 kg PP440220 
42 220 m 176 kg 29613 kg PP442220 
44 220 m 193 kg 31780 kg PP444220 
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Diameter  (mm) Reel Size (m) Kg’s / Reel Break Load Reference # 
40 220 m 158 kg 26860 kg PP840220 
44 220 m 194 kg 31780 kg PP844220 
48 220 m 230 kg 37180 kg PP848220 
50 220 m 248 kg 40000 kg PP850220 
52 220 m 270 kg 42577 kg PP852220 
56 220 m 312 kg 49380 kg PP856220 
60 220 m 360 kg 56680 kg PP860220 
64 220 m 407 kg 64100 kg PP864220 
68 220 m 460 kg 72062 kg PP868220 
72 220 m 515 kg 80225 kg PP872220 
76 220 m 577 kg 88000 kg PP876220 
80 220 m 640 kg 99050 kg PP880220 
82 220 m 672 kg 102000 kg PP882220 
84 220 m 705 kg 106000 kg PP884220 
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88 220 m 774 kg 112000 kg PP888220 
92 220 m 846 kg 122415 kg PP892220 
96 220 m 921 kg 133200 kg PP896220 
100 220 m 999 kg 144600 kg PP8100220 
120 110 m 720 kg 208125 kg PP8120110 
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Diameter  (mm) Reel Size (m) Kg’s / Reel Break Load Reference # 
8 220 m 7 kg 1496 kg PP1208220 
10 220 m 10 kg 2238 kg PP1210220 
12 220 m 14.5 kg 3190 kg PP1212220 
14 220 m 20 kg 4295 kg PP1214220 
16 220 m 25.5 kg 5401 kg PP1216220 
18 220 m 33 kg 6930 kg PP1218220 
20 220 m 40 kg 8360 kg PP1220220 
22 220 m 49 kg 9790 kg PP1222220 
24 220 m 57 kg 11539 kg PP1224220 
26 220 m 68 kg 13552 kg PP1226220 
28 220 m 78 kg 15290 kg PP1228220 
30 220 m 90 kg 17600 kg PP1230220 
32 220 m 101 kg 19250 kg PP1232220 
36 220 m 130 kg 24288 kg PP1236220 
38 220 m 144 kg 26785 kg PP1238220 
40 220 m 158 kg 29546 kg PP1240220 
44 220 m 194 kg 34958 kg PP1244220 
48 220 m 230 kg 40898 kg PP1248220 
50 220 m 248 kg 44000 kg PP1250220 
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Twelve strand plaited Dyneema® SK75 rope coated with urethane rope guard.  The 
strands of the Dynatow are made in a braided twelve strand construction which 
ensures a very balanced rope and increases the wear resistance and break loads when 
compared to twisted strands. Dynatow is a floating rope and does not absorb water.  
Used for high performance towing lines and high load applications where ease of 
handling is important, and where wire rope usage is not desired or practical. 
Diameter  (mm) Reel Size (m) Kg’s / Reel Break Load Reference # 
32 100 m 49 kg 62000 kg YSS32S12 
36 100 m 62 kg 78000 kg YSS36S12 
40 100 m 76 kg 95000 kg YSS40S12 
44 100 m 92 kg 114000 kg YSS44S12 
48 100 m 110 kg 136000 kg YSS48S12 
52 100 m 130 kg 159000 kg YSS52S12 
56 100 m 150 kg 183000 kg YSS56S12 
60 100 m 175 kg 200000 kg YSS60S12 
64 100 m 200 kg 230000 kg YSS64S12 
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Twelve strand plaited Dyneema® SK75 core covered with 100% braided cover. 
Rope coated with yellow urethane rope guard to enhace the life span of the rope. 
The line has a 1.8 meter protective soft eye on one end. 
 
Used: Winch Lines used mainly on Tugs 
 
+/-Total 
Dia. (mm) 

+/-Core  
Dia. (mm) 

M in. 
Break Load 

 
Reference # 

24 20 30 T YSS28CB 
28 24 44 T YSS28CB 
32 28 58 T YSS32CB 
36 30 70 T YSS36CB 
48 40 128 T YSS48CB 
52 46 148 T YSS52CB 
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These double braided ropes are manufactured from high tenacity polyester with colour 
markers. The cover is braided over the core in a finer braid. All the braids are made 
either 16, 24 or 32 plait, utilizing the latest modern machines to ensure perfect yarn 
tension to produce quality ropes with high break loads and wear resistance.  Used for 
genoa sheets, mainsheets, control lines and halyards on charter, cruising and certain 
racing boats. 
 
Diameter  
(mm) 

Reel Size 
(m) 

Meters / 
Kg 

Break 
Load 

Reference 
# (solid 
colour ) 

Reference # 
(white with 
marker ) 

6 200 m 28.6 m 960 kg YPB06SC YPB06W 
8 200 m 20.5 m 1720 kg YPB08SC YPB08W 
10 200 m 14.6 m 2400 kg YPB10SC YPB10W 
12 200 m 9.3 m 3340 kg YPB12SC YPB12W 
14 200 m 7.3 m 4440 kg YPB14SC YPB14W 
16 200 m 6.4 m 5780 kg YPB16SC YPB16W 
18 200 m 4.3 m 7800 kg YPB18SC YPB18W 
20 200 m 3.2 m 10000 kg YPB20SC YPB20W 
24 200 m 2.3 m 14000 kg YPB24SC YPB24W 
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These double braids are made using the same high tenacity polyester braided core as 
the Southern Yacht Braid; except the cover is braided in 16-plait using spun polyester. 
The ropes are easy to handle and very soft. They do absorb moisture and are heavier 
when wet.   These lines are ideal for mainsheets on trapeze boats and catamarans as 
they are easy to cleat and un-cleat when on the wire. 
 
Diameter  (mm) Reel Size (m) Meters / Kg Break Load Reference # 
6 200 m 38 m 800 kg YBSHEET06 
8 200 m 21 m 1500 kg YBSHEET08 
10 200 m 15 m 2000 kg YBSHEET10 
12 200 m 10 m 2850 kg YBSHEET12 
14 200 m 7 m 3750 kg YBSHEET14 
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A high tenacity polyester braid on braid construction specifically made as a softer 
rope often favoured by riggers.  The outer braid is a relatively loose 16 or 24 carrier 
construction.  Ideal for genoa sheets and quick splice halyards. 
 
Diameter  
(mm) 

Reel Size 
(m) 

Meters / 
Kg 

Break 
Load 

Reference 
# (solid 
colour ) 

Reference # 
(white with 
marker ) 

8 200 m 21 m 1700 kg YTP08SC YTP08W 
10 200 m 15 m 2350 kg YTP10SC YTP10W 
12 200 m 10 m 3250 kg YTP12SC YTP12W 
14 200 m 7.5 m  4200 kg YTP14SC YTP14W 
16 200 m 7 m  5600 kg YTP16SC YTP16W 
18 200 m 4.5 m 7800 kg YTP18SC YTP18W 
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Dyneema® (also known as Spectra) braid is a very strong, low stretch and a 
lightweight line.  The 100% Dyneema® SK75 braided core is heat treated and set 
with a blended durathane bonding solution which enhances performance and reduces 
slippage between core and cover during high load applications, using clutch type 
jammers. The cover is a fine multi-carrier braid using high tenacity polyester and 
solution dyed polyester with a similar tenacity.  Used for halyards, guys, racing 
control lines and sheets, low stretch high load applications. Coloured in blended 
mottle white with either a green, black, red,yellow, or blue mix. Allows for easy 
marking for halyards, sheets and is clearly identifiable. 
 
Diameter  
(mm) 

Reel Size 
(m) 

Meters / 
Kg 

Break 
Load 

Reference 
# (mottle 
colours) 

4 200 m 90 m 780 kg YBS04SC 
5 200 m 47 m 1200 kg YBS05SC 
6 200 m 38 m  1730 kg YBS06SC 
7 200 m   YBS07SC 
8 200 m 25 m 3570 kg YBS08SC 
10 200 m 15 m  5040 kg YBS10SC 
12 200 m 10 m 6825 kg YBS12SC 
14 200 m 7.5 m  9450 kg YBS14SC 
16 200 m 5.6 m 12050 kg YBS16SC 
18 200 m 4.5 m 17500 kg YBS18SC 
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High performance yacht rope for grand prix racing, SK75 heat treated core with largo 
bonding solution applied in the process. The cover has a reinforced vectran jacket 
blended with staple spun polyester fibres and continuous filament polyester fibres. 
This cover braid resists slippage and damage far better than any standard polyester 
cover braid, it can handle a very high jammer loading with a much higher resistance 
to heat build up under high winch working loads as the blended vectran fibres have a 
much higher melting point than standard polyester and remain very stable under 
continuous working loads.  
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Special performance braided rope, with polyester filler core and tight balanced 
braided Dyneema® SK75 cover braid. Very hard wearing, low friction rope with low 
stretch and a high working load.  This is a high quality, low stretch leech line that will 
grip firmly in a leech line cleat.  Used for performance yachting applications, leech 
lines and where low friction ropes are required with ultra low stretch. It is most 
commonly used in the construction of Grand Prix (Mylar, Spectra, Kevlar) type sails. 
 
 
Diameter  (mm) Reel Size (m) Meters / Kg Break Load Reference # 
3 100 m 150 m 400 kg YSS03LZR 
4 100 m 103 m 500 kg YSS04LZR 
5 100 m 59 m 720 kg YSS05LZR 
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Twelve-strand braid of 100% Dyneema® fibres with a protective coating of coloured 
urethane, which increases the abrasion resistance and prolongs the life of the rope.  
Available in different colours.  Spec 12 is easily spliced but a reinforced thimble is 
recommended due to the high tensile loading attributes.  
Characteristics: Safer then wire, lighter then wire, no wire splinters, does not kink and 
it floats.  
Uses 
High load control applications, where ultra low stretch is required, e.g. halyards, 
check stays, runners, traveller lines, special cable pulling lines, seismic instrument 
towlines, winch lines, camera guy lines and on radio antennas. 
 
 
Diameter  (mm) 

 
Reel Size (m) 

 
Meters / Kg 

Maximum 
Break Load 

 
Reference # 

2 200 m  350 m 280 kg YSS02S12 
3 200 m 270 m 630 kg YSS03S12 
4 200 m 180 m 1120 kg YSS04S12 
5 200 m 91 m 1850 kg YSS05S12 
6 200 m 65 m 3000 kg YSS06S12 
7 200 m 45 m 3500 kg YSS07S12 
8 200 m 34 m 4500 kg YSS08S12 
10 200 m 25 m 7000 kg YSS10S12 
12 200 m 17 m 10000 kg YSS12S12 
14 200 m 13 m 13720 kg YSS14S12 
16 200 m 9.7 m 17920 kg YSS16S12 
20 200 m 6.3 m 28000 kg YSS20S12 
24 200 m 4.3 m 40320 kg YSS24S12 
28 200 m 3.2 m 54880 kg YSS28S12 
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Twelve-strand braid of 100% Vectran® fibres.  
High abrasion resistance 
High Strength / Low Stretch 
Non rotational 
High heat resistance 
No creep 
Easy to splice 
 
Diameter  (mm) Kg’s / 100m Average 

Break Load 
Reference # 

4 1.2 1 450 kg YBV04 
5 1.9 2 100 kg YBV05 
6 2.8 3 360 kg YBV06 
8 4.8 7 680 kg YBV08 
10  12 000 kg YBV10 
12 12.0 13 000 kg YBV12 
16 20.0 18 800 kg YBV16 
20 30.0 30.8 T YBV20 
24 44.0 41.0 T YBV24 
28 62.0 57.5 T YBV28 
32 80.0 68.5 T YBV32 
36 100.0 87.0 T YBV36 
40 124.0 104.0T YBV40 
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Low stretch abrasion resistant rope, ideal for use as control lines and halyard lines.  
Particularly well suited for use in clamcleats.   
Available in white with a colour marker. 
Uses 
Control lines on windsurfer rigs, leader lines on kite bars. 
Diameter  (mm) Reel Size  

(m) 
Meters / Kg Break Load Reference #  

4 200 m 77 m 360 kg YBP04-8PLT 
5 200 m 48 m 590 kg YBP05-8PLT 
6 200 m 33 m 780 kg YBP06-8PLT 
8 200 m 18 m 1350 kg YBP08-8PLT 
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Low stretch full colour 100% polyester line with excellent abrasion resistance. 
Uses 
Good for all types of control lines and dinghy halyards where Dyneema® is not 
required. 
Diameter  (mm) Reel Size  

(m) 
Meters / Kg Break Load Reference #  

4 200 m 71 m 380 kg YBP04-8PXL 
5 200 m 55 m 600 kg YBP05-8PXL 
6 200 m 40 m 790 kg YBP06-8PXL 
7 200 m 30 m  YBP07-8PXL 
8 200 m 17 m 1400 kg YBP08-8PXL 
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A single braided multifilament polypropylene line using an 8-plait construction.  A 
colorful floating line that is soft and easy to handle.  This rope does not absorb water, 
is lightweight and UV resistant. These lines are engineered to be soft and easy to 
handle.  They are lightweight, UV resistant, and do not absorb water.   
Uses 
Perfect for mainsheets and jib sheets on dinghies. Also used for rescue lines and all 
applications where floating ropes are required with easy coiling and handling. 
 
Diameter  (mm) Reel Size (m) Meters / Kg Break Load Reference # 
6 200 m 52 m 450 kg YBMARS06 
7 200 m 46 m 625 kg YBMARS07 
8 200 m 35 m 800 kg YBMARS08 
10 200 m 22 m 1350 kg YBMARS10 
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These braids are designed for dinghy control lines.  They are colorful, and very low 
stretch. The core is made from Dyneema® strands and the cover from lightweight 
multifilament polypropylene. These ropes float and do not absorb moisture. 
Dyneema® Light has little or no stretch when compared to a polyester line of 
equivalent diameter.   
Uses 
They are not for use in high load applications, but specifically for low stretch 
applications.  It also retains its round shape, and grips well in a cleat. 
 

Diameter  (mm) Reel Size (m) Break Load Reference # 
3 100 m 175 kg BPS03R-D 
4 100 m 300 kg BPS04R-D 
5 100 m 450 kg BPS05R-D 
6 100 m 500 kg BPS06R-D 
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Specialist braid on braid using blended Fibrebrite® polyester and MFP fibers, 
creating a non-rotating, non-hocking, easy to handle line.  
Uses 
Great for a lengthy mainsheet line! 
 
Diameter  (mm) Reel Size (m) Meters / Kg Break Load Reference # 
6.5 200 m 36 m  860 kg YBP06XD 
8.0 200 m 24 m 1200 kg YBP08XD 
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The rope has a tight 8 plait 100% full HT Polyester colour cover over Dyneema® or 
Vectran® parralay yarns in the core. 
Uses 
Specialist dinghy yachting rope for performance applications where ultra low stretch 
is required with good cleating, handling and abrasion resistance. 
 
Diameter  (mm) Reel 

Size (m) 
Meters / Kg Break Load Dyneema 

Reference  
Vectran 
Reference  

4 200 m  350 kg YSS04DL YBVPS04C 
5 200 m 58 m 540 kg YSS05DL YBVPS05C 
6 200 m  770 kg YSS06DL YBVPS06C 
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Small diameter braided cords made for use on small boats as control lines, and general 
applications where a little stretch is not critical.  Available in a variety of colours and 
white with markers.  Cover is a multifilament polypropylene which does not absorb 
water, and core is 100% polyester for maximum tenacity. 
 
Diameter  (mm) Reel Size  

(m) 
Meters / Kg Break Load Reference # 

(round) 
2 200 m 323 m 120 kg BPP02R 
3 200 m 193 m 250kg BPP03R 
4 200 m 108 m 375 kg BPP04R 
5 200 m 81 m 490 kg BPP05R 
6 200 m 56 m 585 kg BPP06R 
7 200 m 41 m 700 kg BPP07R 
8 200 m 32 m 900 kg BPP08R 
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A- XD 
B- STANDARD 
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Product Diameter  Length Reference  Option 
Vec-12 5mm 3.0 meters YBV05 A 
Vec 50/50 5mm 3.0 meters YBVPS05C B 
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Product Diameter  Length Reference  Option 
Vec-12 3mm 1.0 meters YBV03 A 
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Product Diameter  Length Reference  Option 
Vec-12 6mm 1.5 meters YBV06 A 
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Product Diameter  Length Reference  Option 
Vec-12 4mm 1.5 meters YBV04 A 
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Product Diameter  Length Reference  Option 
Dynalock/S 4mm 4.5 meters YSS05DLS A 
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Product Diameter  Length Reference  Option 
Shockcord 3mm 0.30meters SCORD03 A 
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Product Diameter  Length Reference  Option 
Shockcord 7mm 1.0meters SCORD07 A 
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Product Diameter  Length Reference  Option 
Vec-12 4mm 0.6meters YBV04 A 
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Product Diameter  Length Reference  Option 
Vec-12 3mm 0.5meters YBV03 A 
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Product Diameter  Length Reference  Option 
Vec-12 3mm 0.5meters YBV03 A 
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Product Diameter  Length Reference  Option 
XD  B/Y 6.5mm 13meters YBP06XD A 
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Product Diameter  Length Reference  Option 
Dyneema 
Lite 

 
3mm 

 
0.55meters 

 
BPS03R-D 

 
A 
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Product Diameter  Length Reference  Option 
Vec-12 4mm 1.5meters YBV04 A 
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Product Diameter  Length Reference  Option 
Veclock 4mm 5meters YSS04VL A & B 
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Product Diameter  Length Reference  Option 
Vec-12 6mm 1.2 meters YBV06 A 
Vec 50/50 6mm 1.2 meters YBVPS06C B 
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Product Diameter  Length Reference  Option 
Veclock 4mm 5 meters YBV04 A & B 
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Product Diameter  Length Reference  Option 
Vec-12 4mm 0.55meters YBV04 A 
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Dock Lines combine a braided nylon core with a durable abrasion resistant braided 
polyester cover in a special balanced construction. The rope has excellent stretch and 
recovery properties.  Neat, coloured, durable lines that stow easily and do not hockle 
or fray easily. 
Uses 
A long wearing, soft and easy to handle dock line. 
 
Diameter  
(mm) 

Reel Size 
(m) 

Kg’s / 
Reel 

Break 
Load 

Reference 
# (solid 
colours) 

Reference # 
(white with 
marker ) 

10 220 14.3 kg 2550 kg YDL10SC YDL10W 
12 220 20.9 kg 3500 kg YDL12SC YDL12W 
16 220 31.9 kg 6420 kg YDL16SC YDL16W 
18 220 40 kg 8100 kg YDL18SC YDL18W 
25 220 78 kg 15600 kg YDL25SC YDL25W 
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Polyester ropes remain flexible and soft to handle even when wet. The ropes are 
spliced easily into soft eyes for use in mooring lines or lanyards. Polyester does not 
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loose strength when wet, has excellent UV resistance, very good abrasion resistance, 
and will not shrink under normal conditions. Polyester has a higher specific gravity 
than Nylon or Polyrene, and is therefore similarly, a sinking rope. 
 
Diameter  (mm) Reel Size (m) Kg’s / Reel Break Load Reference # 
16 220 m 46 kg 6000 kg PS316220 
18 220 m 58.3 kg 7000 kg PS318220 
20 220 m 72 kg 8400 kg PS320220 
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Tightly braided white polyester line.  Ideal for general purpose use, such as flag 
halyards, tie-downs, blind control cords, awning tie downs, mainsail cover tie downs 
and so on. 
 
Diameter  (mm) Reel Size (Kg) Meters / Kg Break Load Reference # 
2 1 kg 270 m 150 kg BPS02RND 
3 1 kg 120 m 300 kg BPS03RND 
4 1 kg 77 m 480 kg BPS04RND 
5 1 kg 55 m 540 kg BPS05RND 
6 5 kg 40 m 700 kg BPS06RND 
7 10 kg 30 m 950 kg BPS07RND 
8 10 kg 21 m 1255 kg BPS08RND 
10 15 kg 13 m 1935 kg BPS10RND 
12 15 kg 10 m 2790 kg BPS12RND 
14 15 kg 6.8 m 3800 kg BPS14RND 
16 20 kg 5.2 m 4930 kg BPS16RND 
18 20 kg 3.2 m 6230 kg BPS18RND 
20 20 kg 3.0 m 7720 kg BPS20RND 
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Tightly braided full colour polyester line.  Ideal for high load, hard wearing general 
purpose applications in more critical areas.  Examples include safety harness 
attachment lines, sail ties and mountaineering accessory cordage. 
 
Diameter  (mm) Reel Size (Kg) Meters / Kg Break Load Reference # 
2 1 kg 187 m 150 kg BPS02RSC 
3 1 kg 120 m 300 kg BPS03RSC 
4 1 kg 77 m 480 kg BPS04RSC 
5 1 kg 55 m 540 kg BPS05RSC 
6 1 kg 38 m 700 kg BPS06RSC 
7 1 kg 28 m 950 kg BPS07RSC 
8 1 kg 21 m 1255 kg BPS08RSC 
10 1 kg 14 m 1935 kg BPS10RSC 
12 1 kg 9.5 m 2790 kg BPS12RSC 
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Soft braided cords without a core, easily knotable, for general-purpose tie downs, 
draw cords, messenger lines & utility lines, fishing net repair braid, container tie-up 
cord. 
 

Diameter  (mm) Reel Size (Kg) Meters / Kg Reference # 
2 1 kg 330 m BPS02F 
3 1 kg 178 m BPS03F 
4 1 kg 110 m BPS04F 
5 1 kg 72 m BPS05F 
6 1 kg 56 m BPS06F 
7 5 kg 40 m BPS07F 
8 5 kg 30 m BPS08F 
10 10 kg 20 m BPS10F 
12 10 kg 15 m BPS12F 









 

PHONE: +27 21 448-4978   FAX:+27 21 447-8207  EMAIL: sropes@mweb.co.za 
MAIL:  P.O.Box 65,Woodstock, 7915 CapeTown, South Africa 40 





 � � � � 
 � � � 	 � 
 � 
7 � 
 � � �#� � � � #�
 � 
 
 � � � � �� � � � 
 � � � 	 � 
 � 
7 � 
 � � �#� � � � #�
 � 
 
 � � � � �� � � � 
 � � � 	 � 
 � 
7 � 
 � � �#� � � � #�
 � 
 
 � � � � �� � � � 
 � � � 	 � 
 � 
7 � 
 � � �#� � � � #�
 � 
 
 � � � � � 




Braided cords without a core in multifilament polypropylene.  These cords are braided 
in a variety of colours and are used for many different applications in the textile 
industry.  Examples include draw cords, tie-downs, decorative cords, light duty 
control lines and retaining cords. 
 
Diameter  (mm) Reel Size  

(m) 
Meters / Kg Break Load Reference # 

(flat) 
2 200 m 465 m 110 kg BPP02F 
3 200 m 240 m 200 kg BPP03F 
4 200 m 150 m 325 kg BPP04F 
5 200 m 115 m 420 kg BPP05F 
6 200 m 90 m 500 kg BPP06F 
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A decorative rope constructed using a single braid with filler from texturised 
polyester. 
Uses 
Often used to ensure that people line up in a single line at banks, theme parks and so 
on. 

Diameter  (mm) Reel Size  
(m) 

Reference #  

24 100 m BBANK24 
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A Grey polyethylene braided rope made for the inflatable boat industry 
does not absorb water or fade in colour. Rope used as decorative purpose 
and use for holding onto.  
 
Please note that rope might shrink under extreme heat or humidity. 
 
Diameter  (mm) Reel Size  

(m) 
Meters / Kg Reference #  

16 100  7.5 m BPE16R 
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An eight strand polyester line specifically designed and built for strength, stretch & 
longevity. 
Uses 
Anchor lines, drogue lines, towing lines and children toys such as swings. 
 
Manufacture according to BS/EN 71-2:2003 (Flammability)  
                                          BS/EN 71-3:1995 Incl. A1:2000, for the use in children 
toys. 
 

Diameter  (mm) M/kg Kg’s / Reel Break Load Reference #  
10 22.0m/kg 20 kg 1200 kg BRANC10 
12 15.5m/kg 20 kg 1500 kg BRANC12 
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High stretch elastic covered with a nylon braid giving excellent stretch & recovery 
properties, and a stretch ratio of 100%! 
Available in white with a colour marker or full colour. Custom colours and markers 
are available on request. 
 

Diameter  (mm) Reel Size (m) Reference # 
3 100 m SCORD03 
4 100 m SCORD04 
5 100 m SCORD05 
6 100 m SCORD06 
8 50 m SCORD08 
10 50 or 100 m SCORD10 
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A eight plait monofilament rope constructed from polyethylene in a loose construction 
for easy eye splicing (and whoopee slings).  Available in all colours. 
 
Diameter  (mm) Reel Size (Kg) Meters / Kg Reference # 
5 10 kg 110 m SKI05 
7 10 kg 65 m SKI07 
10 10 kg 32 m SKI10 
12 10 kg 20 m SKI12 
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These ropes are made to meet CE regulations, and should only be used by trained or 
otherwise competent people, or under the supervision of such a person. 
 
The rope is designed for use in rope access applications like rescue, controlled 
descents, and cave exploration.  The ropes are used with special ascent / descent 
clamping devices that control lowering and raising in the various applications.  The 
rope must be checked routinely for damage to the cover.  The cover is most 
susceptible to damage from sharp objects and high fictional usage. 
 
 
Property                                                                      11mm 
Rope Classification ( A or B )                                    A 
Sheath Slippage %                                                      1.8 
50 – 150kg Elongation                                                2.5 
Minimum sheath content                                             30%      
Shrinkage %                                                                0.3 
Mass grams per metre                                                 89grm 
Test standard made to                                                 SABS EN 1891:1998 ref: 2536/YM238 
Product Code    BSTAT11 
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Polyester HT braided cover with an aramid intermediate core with twisted nylon 
strands in the centre. 
The aramid melting point is 650 Degrees Celsius. Chemical resistance is excellent 
except for acids. 
Uses: Access areas with extremely high temperatures. 
 
Diameter  (mm) Reel Size  Meters / Kg Break Load Reference # 
11 On request 11.5 2 900kg BSTATHT11 
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These ropes remain flexible and soft to handle even when wet. Does not loose it 
strength when wet, has excellent UV resistance, very good abrasion resistance and 
will not shrink under normal conditions. The 12 strand construction makes is easy to 
store and does not kink. 
Colour: Black solution dyed HT multifilament. 
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These ropes are made up on request into 20 meters and include a soft protective eye 
on the one end and a back splice on other end. 
 
Ropes manufactured at Southern Ropes exceed both the British and European 
Standard published by the European Committee for Standardization, or CEN (BS EN 
943:2002). 
 
Uses: Mainly used by Special Forces on helicopters for a fast decent in difficult and 
dangerous situations. 
 
 
Diameter  (mm) Reel Size  Meters / Kg Break Load Reference # 
40 On request 1.3 35 000kg PS1240220 
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Lighter then ordinary ropes, low cost, UV resistant, easy do handle and does not kink. 
 
Colours are available in white, yellow or other colours on request. 
 
Uses: Mainly for cricket fields or to defined a boundary. 
 
 
Diameter  (mm) Reel Size  Weight Reference # 
24 220 m / 500 m 25kg / 100m PP1224220 
28 220 m / 500 m 35kg / 100m PP1228220 
32 220 m / 500 m 45kg / 100m PP1232220 
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A single braid pure spectra line.  A 2mm braided polypropylene cover is also 
available. 
Uses 
Kite boarding & performance recreation kites 
Diameter  (mm) Reel Size  

(m) 
Meters / Kg Break Load Reference #  

0.5 1000 m 2560 m 90 kg YSS005K90 
1.0 1000 m 1315 m 180 kg YSS005K180 
1.5 1000 m 625 m 320 kg YSS005K320 
2.0 cover braid  475 m N.A. BPP02KF 
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Your Position 
Your vehicle enters a \n area of soft ground and starts to loose traction.  The driver 
continues forward in the hope that the ground will improve.  The ground deteriorates 
further and traction decreases or completely ceases in a forward direction. 
 

The Recovery 
The driver does not attempt to drive out as this only worsens the situation.  The 
towing vehicle reverses as close as possible to the distressed vehicle.  The kinetic rope 
is then connected.  The kinetic rope must be connected directly to the recovery or 
towing vehicle. 
 
The towing vehicle then accelerates and snatches the rope with its total energy. 
 
As the towing vehicle is slowed or halted its kinetic energy is converted into the 
potential energy of a stretched rope.  The rope then transfers the energy to the bogged 
down vehicle.  A faster recovery can be accomplished if the bogged vehicle has power 
to assist the transfer of energy by the rope. 
 
After a slight pause the bogged vehicle rises free.  If the vehicle is not freed by the 
first attempt the process is repeated.  Once freed continued towing by the Recovery 
Rope is possible. 
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Recommended sizes and lengths for  Recovery Ropes according to vehicle 
weights. 
 
Gross Vehicle Weight  
(tonnes) 

Diameter   
mm 

Break Load  Reference  
Number  

2.00 & Under 20 8300 kg PA220220 
2.50 – 5.00 24 12000 kg PA224220 
5.00 – 7.99 36 24800 kg PA236220 
8.00  - 11.99 40 30000 kg PA240220 
12.00 – 15.41 48 42000 kg PA248220 
15.50 – 18.49 52 48800 kg PA252220 
18.50 – 21.99 58 58000 kg PA258220 
22.00 – 23.99 60 63800 kg PA260220 
24.00 – 30.99 64 72000 kg PA264220 
31.00 – 43.99 68 78500 kg PA268220 
44.00 – 54.99 72 90000 kg PA272220 
55.00 – 65.00 80 110000 kg PA280220 
WARNING 
Kinetic ropes can be very dangerous if used incorrectly, both to people or property.  
Because of the more than 20% stretch of a kinetic rope, the forces created with 
momentum can easily overcome the breaking limits of anchoring points, connectors 
(shackles), or the kinetic rope.  The elasticity of the kinetic rope can create a slingshot 
effect, which can cause serious damage or injury to people.  The manufacturer of 
these kinetic ropes can not be  held responsible for any damage or injury caused. 
 
Basic Pr inciples to keep in mind when using a kinetic rope. 

·  The first rule is not to expose you or your vehicle to any harm by getting 
stuck. 

·  The recovery vehicle must be of similar weight to the bogged down vehicle. 
·  Only use anchoring points on vehicle that are connected directly to the chassis 

and are rated by the manufacturer. 
·  Only use correct size rated connectors (shackles). 
·  Never use a kinetic rope on a winch or as a winch cable extension. 
·  Never tie knots in a kinetic rope when connecting it to a vehicle. 
·  Never use a damaged kinetic rope. 
·  Never combine or extend this rope with other ropes, webbings, chains or 

cables. 
·  Add 20% of the ropes length in the direction of pull, make a mark on the 

ground, and never exceed this distance with the recovery vehicle when pulling. 
·  Beware of bystanders in the radius of the length of the rope. 

Keep the rope clean and free from sand or grit. 
 


